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115 Lowson Crescent
Winnipeg, Manitoba, Canada, R3P 1A6
Phone: 1-866-300-1110

ALPHA

GENERIC SITE LAYOUT / CONDUIT REQUIREMENTS

ACCESS CONTROL PEDESTAL
OPTIONAL SINGLE OR DUAL HT.

OPERATOR
KINETIC GATE 

1" [25] LOW VOLTAGE CONDUIT
VEHICLE DETECTION LOOP

ACCESS CONTROL PEDESTAL

VEHICLE DETECTION LOOP

OPEN PHOTOEYE

OPEN PHOTOEYE
CLOSE PHOTOEYE

OPTIONAL SINGLE OR DUAL HT.

CLOSE PHOTOEYE 1/2" [13] PHOTOEYE CONDUIT

1/2" [13] PHOTOEYE CONDUIT

1/2" [13] PHOTOEYE CONDUIT

1" [25] LOOP CONDUIT

1" [25] LOOP CONDUIT

POWER REQUIREMENTS:
120 / 240 VAC, SINGLE PHASE, 15A

1" [25] ACCESS CONTROL CONDUIT

1" [25] ACCESS CONTROL CONDUIT

1" [25] POWER SUPPLY CONDUIT

SECURE SIDE

ALL CONDUIT MUST BE TERMINATED IN A SEPERATE ENCLOSURE.
ENCLOSURE SIZE AND LOCATION TO BE DETERMINED BY OTHERS.

1/2" [13] PHOTOEYE CONDUIT

NOTE

1" [25] HIGH VOLTAGE CONDUIT
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NOTES:

- OPTIONAL ACCESS CONTROL HARDWARE, VEHICLE DETECTION 
  LOOPS & BOLLARD LOCATIONS ARE SUPPLIED AS A REFERENCE 
  ONLY. ALL MATERIALS AND LOCATIONS ARE SUPPLIED AND
  INSTALLED BY OTHERS UNLESS OTHERWISE SPECIFIED AT TIME
  OR ORDER.

- GATE TRAVEL DIRECTION MUST BE SPECIFIED AT TIME OF ORDER
  FOR CORRECT PLACEMENT OF CONDUIT AND GATE OPERATOR.

- SEE SHEET 3 FOR GENERIC FOUNDATION SIZING AND INSTALLATION 
  AND LEVELING NOTES.



SURROUNDING GROUND SHOULD BE RESILIENT 
PROPER  OPERATION OF GATE.
CLEAR OF OBSTRUCTIONS TO ALLOW FOR

OR DEBRIS BUILD UP.
ENOUGH TO ALLOW CLEARING OF MUD, SNOW, ICECAST CATCH  PILE

3.2 [81] BELOW THE 
HIGHEST ELEVATION
ALONG GATE TRAVEL

CAST REST PILE
3.2 [81] BELOW THE 
HIGHEST ELEVATION
ALONG GATE TRAVEL

5.0 [130] MEASURED FROM TOP OF OPERATOR PILE.
AREA ALONG ENTIRE GATE TRAVEL MUST BE 

1.2 [30] BELOW THE HIGHEST ELEVATION
CAST THESE 2 PILES

ALONG GATE TRAVEL
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FOUNDATION INSTALLATION NOTES
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 B  A  C 

FIGURE 3-2: CONCRETE PILE
FOUNDATIONS ARE SHOWN AS A RECOMMENDED PILE TYPE ONLY.
LOCAL SOIL CONDITIONS AND TEMPERATURES WILL DICTATE THE
ACTUAL FOUNDATIONS REQUIRED.
MINIMUM RECOMMENDED PILE DEPTH IS 48.0" [1219]

6 - 15M REBAR VERTICALS

610
24.0

48.0 [1219] MIN. PILE DEPTH
AREAS WHERE FROST IS A FACTOR,
PILE DEPTH SHOULD BE 36.0 [914]
BELOW THE FROST LINE.

SEE DETAIL 3-1 ABOVE FOR IMPORTANT
NOTES ABOUT FINISHED PILE HEIGHTS

10M, 21.0" [533] REBAR RINGS
SPACED 12.0" [305] O/C.
DOUBLE RINGS AT TOP SPACED
AT 3.0" [76] O/C

ALPHA GATE
ANCHORS / NUTS SUPPLIED WITH
M16 x 7.5" [191] STAINLESS STEEL 

OPTIONAL ANCHOR TEMPLATES ARE
AVAILABLE FOR LOCATING ANCHOPRS
ON 24.0" [610] PILE

GATE VIEW FROM SECURE SIDE.
GATE PANEL TRAVEL DIRECTION.

GATE REST PILE

FIGURE 3-3: ANCHORS / ANCHOR TEMPLATE

GATE CATCH PILE

PILES MUST BE CAST LEVEL

 PILE INSTALLATIONFIGURE 3-1:

OPERATOR PILE






