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GENERIC SITE LAYOUT / CONDUIT REQUIREMENTS
NOTES:
- OPTIONAL ACCESS CONTROL HARDWARE, VEHICLE DETECTION

LOOPS & BOLLARD LOCATIONS ARE SUPPLIED AS A REFERENCE
ONLY. ALL MATERIALS AND LOCATIONS ARE SUPPLIED AND
INSTALLED BY OTHERS UNLESS OTHERWISE SPECIFIED AT TIME
OR ORDER.

- SEE SHEET 3 FOR GENERIC FOUNDATION SIZING AND INSTALLATION
AND LEVELING NOTES.

CLOSE PHOTOEYE CONDUIT

1" [25] PRIMARY / SECONDARY COMMUNICATION CONDUIT

IN A SEPARATE ENCLOSURE.

NOTE

CONTROL PEDESTAL
OPTIONAL ACCESS

OPEN PHOTOEYE CONDUIT

1/2" [13]

KINETIC GATE OPERATOR

KINETIC GATE OPERATOR

OPTIONAL ACCESS

ACCESS CONTROL CONDUIT
1" [25]

TO A SUITABLE ROADWAY SURFACE
CENTER CATCH MUST BE ANCHORED

120 / 240V, SINGLE PHASE, 15A
1" [25] POWER SUPPLY CONDUIT

TO BE DETERMINED BY OTHERS

1" [25]
LOOP CONDUIT

ALL CONDUIT MUST BE TERMINATED 

1/2" [13]

VEHICLE

1" [25] LOOP CONDUIT

120 / 240V, SINGLE PHASE, 15A

1" [25] LOOP CONDUIT

SECURE SIDE

CONTROL PEDESTAL

ENCLOSURE SIZE AND LOCATION 

OPEN PHOTOEYE CONDUIT

1" [25] LOOP CONDUIT

DETECTION LOOP
VEHICLE

DETECTION LOOP
VEHICLE

DETECTION LOOP

DETECTION LOOP
VEHICLE

TO BE DETERMINED BY OTHERS
ENCLOSURE SIZE AND LOCATION 

1" [25] POWER SUPPLY CONDUIT

1/2" [13]

NOTE
ALL CONDUIT MUST BE TERMINATED 
IN A SEPARATE ENCLOSURE.

1" [25] HIGH VOLTAGE CONDUIT
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1" [25] HIGH VOLTAGE CONDUIT

1" [25] LOW VOLTAGE CONDUIT

1" [25] LOW VOLTAGE CONDUIT








